
magnetic recording tape — the finest in the world 

SPOOL | APPROX. PLAYING TIME PER TRACK PRICE 
  

  

  

  

  

    

      

    

    
      

    

SIZE LENGTH IN 
Ins. | cm. Feet Metres iS IPS 1Z IPS 33 IPS Ts IPS EMICASE 

31”1 8.25] 175 | 53. 37 20 18 40 9 20 4 40 69d.|  — 
IN SPOOL SIZES & 113 | 600 | 16s | 2 6 6 | 4 0 32 0 6 0 i6od | 

. ACETATE ~ 
on ie KG“ By jis | 850 | 259 | 3 1 20 | | 30 40 4520| 22 40/ fl. 4ed)  — 

wee | 7 118 | 1200 | 366 | 416 0 | 2 8 6 i 46) 8 0] gilotd | — 

TAPE RECORDERS 8 3” | 8 | 175 | 53 37 20 18 40 9 20 4 40 7.6d.| — 

88 : 32” | 8.25] 175 53 37 20 18 40 9 20 4 40 7.6d. = 

eevee avee 33/4 14 |l0 | 300 | 9 | 1 40) 32 0 16 0 8 0 106d, | 
Vee sostt mmm 8688/6 |5” [13 | 600 | 183 | 280] 1 40/1 «32 0] 16 O| £l. 1.0d.| £1. 3.64. 

eC Sett MCS SUCK 52”115. | 850 | 259 | 3 120 | 13040 | 4520| 22 40 | £1. 80d. | £1.10.6d. 
Oe aol ee 7” |18 |1200 | 36 | 416 01] 2 8 0 | 4 0| 32 0] £1.15.0d.| £1.17.6d. 

ig|et”l21 {1750 | 530 | 614 0 3 7 0 13330 | 4645 | £2.17.6d. =               * Anti-static ™ High sensitivity 

* Low ‘Print-through’ factor 99 

* P.V.C. Leader and Trailer strip fitted to all but ““Message”’ Spools 

* Metallic “Auto Stop’ foil fitted to all “44”, “88” & **99” spools 
except ““Message”’ 

    

        LONG-PLAY 

tape—on thin base.     
  50% more recording   

  time than standard     

MAGNETIC PROPERTIES ~ PHYSICAL PROPERTIES 

(All grades) Width (all grades): 0.246” + .002” 

¥ 

Base Thickness (u) 37.5 | 37.5 | 25.0 [15.2 100 

  

COERCIVITY : 270 Oersteds         
  

RETENTIVITY : 0.6 Maxwells 

  

BACKGROUND NOISE: At least 64dB : 

below Peak Recording Level Coating Thickness (yu) | 12.5 | 12.5 | 12.5 | 9,2 DOUBLE-PLAY 

MODULATION NOISE: At least 56dB | Tensile Strength (Ibs) | 5.6| 9.0] 5.5 | 6.0 ; tape—on extra—thin 
below Peak Recording Level 

Yield Point (Ibs) 5.3 | 4.75] 2.75] 4.0 double-stretched 
PRINT FACTOR: At least 52dB below 

Elongation at base. 100% more 
Peak Recording Level after storage | 9c )Picag (%%) 0.25] 0.25] 0.34] 0.34 

for 72 hrs. at 65°F       recording time 
Humidity Expansion NEGLIGIBLE (per 1% RH) 12x 10-5     

The above figures are calculated times, and do not allow for slow- or fust-running motors or mechanical variations, etc.  


